
• Probe selection
• Light and Compact
•Wide touch screen monitor
• 1nternal Database
• Harmonic function

One vision, Two sharp eyes 
with Our lnnovation 

UD-800 
Ultrasonic A/B Scanner and Pachymeter 

U D-800 SPECIFICATIONS 

[1 O MHz B-Probe] 
Frame rate 20 frames / sec 

___ Maximumnumber of pages ina movie ____ 2_()_()__p_��(!_Sl<! 
lmages display range Standard 35.2 mm/ 52º 

_______________ (at ultrasound velocity = _1550 m/ s��) 
Wide 48.0 mm/ 52º 

Color scale 
Sean type 

--- ------------------------------------

Transducer type 
--- ---------------------------------------------

Transducer frequency 
--- -----------------------------------------------------

[40 MHz UBM Probe] 

(at ultrasound 
256 scale leve! 
Sector scanning 
2-ring
10MHz 

= 1550 m / sec) 

Frame rate 1 O frames / sec 

--- ���il11�1Tln_u_ni_b�r _()f _pages in a movie ____ 1_C>_C>__p_��(!_Sl<! 
lmages display range 9 mm (W)x7 mm (D) 

(at ultrasound = 1550 m / sec) 
Color scale 256 scale leve! 
Sean Type ___________________ ---------�in_ear scanning ..

____ i-r ���?���r _ty_p_e _____________________________________ S_in_g l�-
T ra nsd ucer frequency 40 MHz 

--- -----------------------------------------------------

�imensions_ and _ weig��
Dimension 310(W)x214(D)x326(H) mm 

___ Weigh! ___________________ __ 6.0 _k_g _ 

IJisplay 
TFT LCD 

Power source 
___ Input voltage __ _ 
___ Frequency __ 

Power Consumption 
--- ---------------------------------------

10.4 inch, color touch screen 

100-240 YAC
50/ 60 Hz
120YA

One vision, Two sharp eyes with Our lnnovation 

UD-800 
Ultrasonic A/B Scanner 
and Pachymeter 
New Compact All-in-one Ultrasound NB Sean with High Resolution 

• Probe selection

B-Scan / UBM / Biometry / 

Pachymetry / A-Sean Diagnosis

• Light and Compact

6.0 kg / 3100N)x214(D)x326(H) mm

• Wide touch screen monitor

10.4 inches / 1,024x768 

• 1nternal Database

Save data of 52,000 eyes 

• Harmonic function

�+TOMEY 




